
OPHANGBEUGEL VOOR 
TRAPEZIUMVORMIGE STEELDEKPLATEN      

    MET GELASTE MOER          
                     
       
 
   

• Description 

• It is used for fixing on trapezial sheets. By means of the mechanism of adjustable bending parts the hanger 

can be easily adjusted for different profiles of trapezial sheets. The hanger can be supplied including an 

adjusting nut for additional height readjustment. 

•  

• We recommend using a hinge pin of a type of M8×120 for the fixing of the roofing sheet hanger to trapezial 

sheets. The hanger can also be fixed by means of sheet-metal screws or steel rivets. To make holes into 

trapezial sheets use trapezial sheet punching pliers. 

•   

• Technical data 

• Material: Steel of a quality class of. 8.8  

• Material: Stainless steel A2 (1.4301) 

 

     SAFE LOAD : 1300N 

 



 

 

 

 

 

 

 

 

 

 

      
 
 
 
 
 
 
 
 
 
 
 
      

Konarik

Industrial pack WT system WT system TYPE                     In mm Materiaal DRAAD

Partnr. Fabric pack Retail pack Small pack Hoogte Breedte Dikte Pack Carton Pack Carton Pack Carton

22020008 DODTIZM-T2-GM08-0100 x x Gelast 110 100 2.5 INOX A2 M8 100 1000

22020010 DODTIZM-T2-GM10-0100 x x Gelast 110 100 2.5 INOX A2 M10 100 1000

22000008 DODTIZM-TZ-GM08-0100 x DODTSWT-THZ-GM08-E01 Gelast 110 100 2.5 VERZINKT M8 100 1000 10 x1 100x1

22000010 DODTIZM-TZ-GM10-0100 x DODTSWT-THZ-GM10-E01 Gelast 110 100 2.5 VERZINKT M10 100 1000 10 x1 100x1

WT ARTIKELNUMMER                   Afmeting Inhoud

I-pack/pcs R-pack/pcs S-pack/pcs


