
    GEÏSOLEERDE KABELSCHOEN    
    DOORVERBINDER           
    STANDAARD UITVOERING  

 
 
Al onze connectoren en kabelschoenen zijn elektrolytisch vertind. Dit resulteert in een goede corrosie weerstand en een lage en stabiele contactweerstand. De pvc isolatie 
heeft uitstekende isolerende eigenschappen, beschermd de connectoren en kabelschoenen tegen  hitte, koude, olie enz.. waardoor deze uitstekend geschikt zijn voor alle 
moderne industriële toepassingen. 
 
 
Standaard kabelschoenen zijn budgetvriendelijk en uiterst geschikt voor statische toepassingen. 
 

 

 

 

                  

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

CROSS REFERENCE TABEL : 

 
 

 

 

 

 

 

 

Konarik

Industrial pack WT system WT system

Partnr. Fabric pack Retail pack Small pack Pack Carton Pack Carton Pack Carton

RBFVC 1.25  CDDVIZMSP-R0025-0100 CDDVRWTSP-R0025-0100 CDDVSWTSP-R0025-Z010 1000 5000 1x100 10x100 1x10 60x10

RBFVC 2  CDDVIZMSP-B0025-0100 CDDVRWTSP-B0025-0100 CDDVSWTSP-B0025-Z010 1000 5000 1x100 10x100 1x10 60x10

RBFVC 5.5  CDDVIZMSP-G0025-0100 CDDVRWTSP-G0026-0100 CDDVSWTSP-G0026-Z010 1000 3000 1x100 10x100 1x10 60x10

RBFVC 8 

I-pack/pcs R-pack/pcs S-pack/pcs

WT ARTIKELNUMMER Inhoud


